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Carpet Details: Handmade
Specification
Pile Content: 100% Wool (Moth Proofed)
Construction: Hand Loom - Cut & Loop Pile Saxony
Backing: Woven Cotton
Width: 4m & 5m

Pile Weight: 2150gr/m2 - Total Weight: 3500gr/m2

Pile Height: 9mm - Total Height: 11mm
Origin:
Warranty:

2.62Tog:

Features
Available in 4 & 5m rolls.

Regular Nationwide delivery service
Fashionable colours to meet a wide variety of 

interior styles. 

Tested for
Suitability 
Heavy Domestic     Class: 23

Flammability
EN 13501-1:2002 : Cfl-s1
Insect Resistant:   Yes

General Information
Pile reversal: All cut pile carpets can suffer from pile 
reversal and in certain instances this may become 
permanently bent or distorted for no specific reason 
that research has yet identified, giving areas of 
light and shade. This is also known as “shading” or 
“watermarking”. It is not a defect in manufacture, 
it only occurs in a small percentage of all carpets 
and no liabililty whatsoever can be accepted by the 
manufacturer in respect of it.
Pile pressure: All cut pile carpets are liable to show 
light and dark patches resulting from disturbance of 
the pile created by foot traffic or brushing, This is a 
normal feature and is not a defect in manufacture 
and no liability whatsoever can be accepted by the 
manufacturer in respect of it.
Pale shades: We include within our collection a 
number of pale shades. Primarily these are used 
as top or highlight colours. These more delicate 
shades will invariably tend to soil more quickly and 
give a lower of light fastness than the norm, and may 
show natural blemishes within the fibre that tend to 
be masked in deeper shades containing a greater 
quantity of dyestuff.

Installation
 

All the above specifications above are subject to normal manufacturing 
tolerance variations. 
Batch to Batch Colour Matching
Whilst every effort is made to insure that the colours are matched as 
accurately as possible from one batch to another an exact match, par-
ticularly with natural undyed wools, cannot be guaranteed. If you wish 
to have an exact colour please request a dye batch cutting from your 
authorised dealers before ordering stock.
Shading
Carpets may develop light and dark shaded areas, particularly in heavy 
traffic areas, this is called shading and is caused by pile pressure. This 
is not considered to be a manufacturing defect and can occur on most 
textiles.
Installation
Carpets should always be installed by a fully trained and experience 
installer and full in accordance with our installation guidelines.
Care & Maintenance
If installed and maintained correctly your carpet should give you years 
of good service. We recommend that spillages are spot cleaned imme-
diately and that you use a professional carpet cleaning contractor to 
look after your carpets.
Use suction only vacuum cleaners on all loop pile carpets and avoid 
vacuums with beater bars as they may cause damage the loops caus-
ing them to fuzz or pill. 

Maintenance
Hugh Mackay & Whitestone Weavers recommend 
that this carpet is maintained in accordance with 
an agreed maintenance schedule which should 
include the following: 

i). Vacuum regularly.
ii). Remove spills immediately.
iii). Professionally clean as required.

Tuft Density: 49,00/m2

Light: ISO 105 B02 4
Dry Rub: ISO 105 x12 4-5
Wet Rub: ISO 105 x12 4-5

Colour 
Fastness:



Carpet Images

Aged Ivory Dove Grey Grey Wisp

Limestone Linen Silver
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